ardec & >
Connect Pilot Air Tubing from an A-dec® \

341pro/341fit/342pro/342/541pro/541
Delivery System or A-dec 545sta/545 Assistant’s
Instrumentation to an A-dec 311/411 Dental Chair

INSTALLATION GUIDE

A-dec 341pro A-dec 342pro A-dec 541pro

Product Models and Versions Covered in This Document

Models Versions Description
545 A Assistant’s Instrumentation
545sta n/a Assistant’s Instrumentation
341pro/341flt n/a Delivery System
342/541 A/B Delivery System
342pro/541pro n/a Delivery System
311 B Dental Chair
411 A Dental Chair

A-dec 545sta

Recommended Tools

* Sleeve pusher
* Adjustable wrench

* Diagonal cutters
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Connect Pilot Air Tubing from an A-dec 341pro/341flt/342pro/342/541pro/541 Delivery System or A-dec 545sta/545 Assistant’s
Instrumentation to an A-dec 311/411 Dental Chair Installation Guide

Important Information

WARNING Failure to turn off or disconnect the power before you begin this procedure can lead to product
A damage and result in serious injury or death.

required when touching a circuit board or making connections to or from the circuit board. Circuit

ATTENTION Circuit boards are sensitive to static electricity. Electrostatic Discharge (ESD) precautions are
@ boards should be installed only by an electrician or qualified service person.

Connect the Pilot Air Tubing

Continue with the section for the system’s configuration:

Connect the Pilot Air Tubing on a 342pro/342 Delivery System ..........cciiiiitinernnernnernnnssnnnnnnns 2
Connect the Pilot Air Tubing on a 341pro/341flt/541pro/541 Delivery System or 545sta/545
Assistant’s Instrumentation ............ ... . it i i i it iierirraaaaaa e 3

Connect the Pilot Air Tubing on a 342pro/342 Delivery System

1. Locate the master toggle output tubing (the yellow tubing with orange dashed line - pilot air).
2. Cut the pilot air tubing and insert the plastic tee.

0 NOTE Secure all tubing connections with uni-clamps.

3. Connect the pilot air tubing from the kit to the plastic tee connector.
Master

Air
Filter/Regulator

:

— Pre-Regulator

To Water Bottle — =———

To Optional N
Moisture e
Separator
A Insert Tee
To A-dec 311/411

Chair Power Supply
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Connect Pilot Air Tubing from an A-dec 341pro/341flt/342pro/342/541pro/541 Delivery System or A-dec 545sta/545 Assistant’s
Instrumentation to an A-dec 311/411 Dental Chair Installation Guide

4. Route the pilot air tubing to the A-dec 311/411 chair power supply.

Next Step See “Connect the Pilot Air Tubing to the Power Supply” on page 4.

Connect the Pilot Air Tubing on a 341pro/341flt/541pro/541 Delivery System or
545sta/545 Assistant’s Instrumentation

1. Locate the master toggle output tubing (the yellow tubing with orange dashed line - pilot air).
2. Cut the pilot air tubing and insert the plastic tee.

o NOTE Secure all tubing connections with uni-clamps.

3. Connect the pilot air tubing from the kit to the plastic tee.

Master Toggle

Air Filter/Regulator

To Control Block
(341pro/341flt
541pro/541only) = =

To Optional
Moisture Separator — =—————

To Water Bottle — ===

ToA-dec311/411
Chair Power Supply

Insert Tee

4. Route the pilot air tubing to the A-dec 311/411 chair power supply.
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Connect the Pilot Air Tubing to the Power Supply

Connect the Pilot Air Tubing to an A-dec Universal Power Supply
Manufactured AfterJune 2023 ...........cciitiirnnnnrnernnnnnns 4

Connect the Pilot Air Tubing to an A-dec 311B/411 Power Supply
Manufactured Before June 2023 ..............ccciiirirnnrnnrnnns 5

Connect the Pilot Air Tubing to an A-dec Universal Power Supply Manufactured
After June 2023

1. Connect the pilot air tubing to the power supply air electric switch.

B U ‘B B ‘R B ‘R

Next Step See “Test the System” on page 5.
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Connect the Pilot Air Tubing to an A-dec 311B/411 Power Supply Manufactured
Before June 2023

1. Connect the pilot air tubing to the power supply air electric switch.

1

=

Test the System

1. Turn on the power to the system.
2. Operate the delivery system or assistant’s instrumentation and ensure operation is normal.

3. Use the master toggle to turn on and turn off power to the chair and the delivery system.
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Connect Pilot Air Tubing from an A-dec 341pro/341flt/342pro/342/541pro/541 Delivery System or A-dec 545sta/545 Assistant’s

Instrumentation to an A-dec 311/411 Dental Chair Installation Guide

Regulatory Information and Warranty

For required regulatory information and the A-dec warranty, see the Regulatory Information, Specifications, and

Warranty document (p/n 86.0221.00) available in the Resource Center at www.a-dec.com.

[=]

For quick access to this document online, scan, tap, or click this QR code, which points to
a-dec.com/regulatory-guide.

All trademarks cited herein are trademarks or registered trademarks of A-dec, Inc. in the United States and may also be trademarks or registered trademarks

in other countries.

u A-dec Headquarters

2601 Crestview Drive

Newberg, OR 97132 USA

Tel: 1.800.547.1883 Within USA/CAN
Tel: +1.503.538.7478 Outside USA/CAN
www.a-dec.com

A-dec, Inc. makes no warranty of any kind with regard to
the content in this document including, but not limited to,
the implied warranties of merchantability and fitness for a
particular purpose.

ardec

reliable solutions’
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