
Installation Guide

Water Bottle Mount on A-dec® 
341pro/341flt/541pro/545sta/541/545 
Delivery System

86.0779.00 Rev B 

Product Models and Versions Covered in This Document 

Recommended Tools
• 5/32" and 1/8" hex keys

• 1/4" wrench

• Umbilical snake

• Tubing cutters

Prepare the Water Bottle Receptacle and 
Mount
1. Use a 5/32" hex key to remove the two screws 

securing the receptacle, and then remove it from the 
housing.

2. Remove the tubing from the receptacle.

3. Replace the 5/16" barb on the receptacle with a 
1/8" barb.

4. Use uni-clamps to install the 1/8" yellow tubing to 
the top barb and the 1/8" blue tubing to the bottom 
barb. 

Models Versions Description

341pro/341flt N/A Delivery System

541pro/545sta N/A Delivery System

541/545 A Delivery System

1

2

5/16" Barb

1/8" Barb
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5. Use a 5/32" hex key and two screws to reinstall the 
water bottle receptacle to the housing.

6. Use a 5/32" hex key and the four screws to attach the 
remote mount water bottle assembly to the water 
bottle bracket.

Install the Water Bottle Mount on the 
12 O'Clock Delivery System
1. Use a 1/8" hex key to remove the four screws 

securing the work surface.

2. Remove the work surface.

1

2
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3. Place the water bottle mount on top of the casting 
while routing the tubing through the notch in the top 
of the casting. 

4. Continue with the section for your delivery system 
configuration:

○ “With Air and Water Quick Disconnects” on 
page 3.

○ “Without Air and Water Quick Disconnects” on 
page 4.

With Air and Water Quick Disconnects
1. Replace the 5/16" barb on the water quick disconnect 

with a 1/8" barb. 

2. Trim the blue tubing from the water bottle to fit and 
attach to the barb. 

3. Remove the barb cap from the air quick disconnect 
and install a 1/8" barb. Trim the yellow tubing from 
the water bottle to fit and attach to the barb.

4. Continue with the step or section for your delivery 
system:

○ 341pro/341flt/541pro/541—Continue with step 5 
in this section. 

○ 545/545sta—“Install the Work Surface and Water 
Bottle” on page 6.

5. Install a 1/8" tee on the blue tubing from the water 
bottle to the quick disconnect.

6. Connect the 1/8" blue tubing from the delivery 
system to the 1/8" tee.

Notch
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7. Remove the control center covers.

8. Use an umbilical snake to route the 1/8" blue tubing 
that was trimmed from the water bottle assembly 
down the control center to the control block.

9. Attach the 1/8" blue tubing from the water quick 
disconnect to the control block. Trim the tubing to fit, 
if necessary. 

10.Continue with “Install the Work Surface and Water 
Bottle” on page 6.

Without Air and Water Quick Disconnects
1. Install a 1/8" tee on the 1/8" yellow tubing. Trim the 

tubing to fit, if necessary.

WARNING Shock hazard. When you remove 
or replace the covers, take care not to 
damage any wiring or tubing. Verify that the 
covers are secure after you replace them.

Blue Tubing
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2. Remove the red 1/8" tubing from the 5/16" to 1/8" 
adaptor barb. 

3. Use the connection type for your configuration to 
connect the red tubing to the blue tubing from the 
water bottle:

○ 545/545sta—1/8" in-line barb.

○ 341pro/341flt/541pro/541—1/8" tee.

4. Continue with the section for your delivery system 
configuration:

○ 341pro/341flt/541pro/541 — Step 5 in this section.

○ 545/545sta —“Install the Work Surface and Water 
Bottle” on page 6.

5. Install a 1/8" tee on the blue tubing from the water 
bottle.

6. Connect the 1/8" blue tubing from the delivery 
system to the 1/8" tee. 

7. Remove the control center covers.

NOTE If necessary, trim the blue tubing 
from the water bottle to fit when connecting 
to the barb or tee.

WARNING Shock hazard. When you remove 
or replace the covers, take care not to 
damage any wiring or tubing. Verify that the 
covers are secure after you replace them.
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8. Use an umbilical snake to route the 1/8" blue tubing 
that was trimmed from the water bottle assembly 
down the control center to the control block.

9. Attach the 1/8" blue tubing from the water bottle to 
the control block. Trim the tubing to fit, if necessary. 

10.Continue with “Install the Work Surface and Water 
Bottle” on page 6.

Install the Work Surface and Water 
Bottle 
1. Use a 1/8" hex key and the new screws (provided in 

the kit) to install the work surface.

2. Lift the water bottle receptacle assembly and insert 
the slots of the receptacle bracket onto the screws, 
then rotate into place. 

3. To secure the receptacle to the cap housing, tighten 
the two 1/2" long socket head screws. 

4. Attach the water bottle. 

5. Use the master toggle to turn on the air and water. 

6. Flush the water system while checking for leaks.

7. Reinstall the covers.

Blue Tubing

NOTE The new screws are slightly longer 
than the originals and it is important to use 
them to ensure secure mounting of the work 
surface.

WARNING Shock hazard. When you remove 
or replace the covers, take care not to 
damage any wiring or tubing. Verify that the 
covers are secure after you replace them.
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Regulatory Information and Warranty
For required regulatory information and the A-dec 
warranty, see the Regulatory Information, Specifications, 
and Warranty document (p/n 86.0221.00) available in the 
Resource Center at www.a-dec.com. 

For quick access to this document 
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