
Installation Guide

Tray Holder Mount on A-dec® 541/545 and 
A-dec Inspire® 396
Product Models and Versions Covered in This Document*

*Equipment shown in this document may include optional features or accessories. 
Some product models, versions, and options in this document may not be available in 
certain regions.

Recommended Tools
• Needle-nose pliers

• 3/4" 6-point socket and ratchet

Install the Tray Mount Holder
1. 541/545 only. Remove and discard the collar.

Models Versions Description

545sta n/a Assistant’s Instrumentation

545 A Assistant’s Instrumentation

541pro n/a Delivery System

541 A/B Delivery System

396 A Dental Furniture

A-dec Inspire 396 Mobile Cart

A-dec 541 Duo Delivery System 

A-dec 545 Assistant’s Instrumentation

TIP Use needle-nose pliers to squeeze the 
bottom of the plug to help remove the collar 
from the worksurface mount.

Collar
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2. Remove and discard the plug. 

3. Remove the pivot bearing from the tray holder mount 
and unscrew the lock nut. 

4. 396 mobile cart with quartz or solid surface 
countertop only. Discard the pivot bearing and lock 
nut. They are not needed for the installation on these 
types of countertops.

5. 541/545/396 mobile cart with metal countertop only.

(1) Insert the pivot bearing into the worksurface 
mount and secure it with the lock nut. 

(2) Use a 3/4" 6-point socket and ratchet to tighten 
the lock nut. 

6. Insert the tray holder mount into the bearing.

7. Insert and set the tray holder on the tray holder 
mount.

8. Place the pad on the tray holder.

A-dec 541/545 Shown

Plug

Pivot Bearing

Lock Nut
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Adjust the Tray Holder Mount Rotation 
Tension
Recommended Tools
• Phillips head screwdriver

• 7/32" hex key

1. Use a Phillips head screwdriver to remove the cap 
screws.

2. Remove the cap.

3. Insert the hex key into the tension bolt and turn 
clockwise to increase the tension.
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Regulatory Information and Warranty
For required regulatory information and the A-dec 
warranty, see the Regulatory Information, Specifications, 
and Warranty document (p/n 86.0221.00) available in the 
Resource Center at www.a-dec.com.

For quick access to this document 
online, scan, tap, or click this 
QR code, which points to 
a-dec.com/regulatory-guide.

All trademarks cited herein are trademarks or registered 
trademarks of A-dec, Inc. in the United States and may 
also be trademarks or registered trademarks in other 
countries.
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A-dec, Inc. makes no warranty of any kind with regard to 
the content in this document including, but not limited to, 
the implied warranties of merchantability and fitness for a 
particular purpose.
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