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Installation Guide as dec

USB Cable on A-dec® 300
Pro Delivery Systems

Product Models and Versions Covered in This Document

Models Versions Description

WARNING Shock hazard. When you remove or
A replace the covers, take care not to damage any
332pro/333pro/334pro/ n/a Delivery System wiring or tubing. Verify that the covers are
335pro/336pro/342pro secure after you replace them.

Recommended Tools 2. Use a7/64" hex key to remove the screws securing
the cover to the control head; then remove the cover.
* 7/64" hex key

¢ Standard screwdriver ?

¢ Pliers

Prepare the System

The images in this installation guide show the 332pro
delivery system but the steps are the same for all 300 Pro
delivery systems.

power before you begin this procedure can lead
to electrical shock.

f CAUTION Failure to turn off or disconnect the

1. Use the master toggle to turn off the power to the
system.
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Remove the USB Cable Install the USB Cable

1. Unplug the USB cable from the port. 1. Route the USB cable through the pass-through at the
angle shown in the image below. This allows for the

2. Use pliers to squeeze the notches on each side of the i X
connector end of the cable to fit through the opening.

USB cable so it compresses enough to push past the
retaining bracket in the control head.

|

3. Use a standard screwdriver to push the ridge on the
top of the USB cable to ease it through the control
head.

4. Pull the USB cable through the pass-through and out
of the control head.

|
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3. Fully seat the other end of the USB cable in the Test the Installation
control head by using your thumbs to push it past the

retainer bracket in the control head. 1. Turn on the power to the system.
; 2. Plug in an ancillary device to the USB port and
ensure it runs properly.

or replace the covers, take care not to
damage any wiring or tubing. Verify that the
covers are secure after you replace them.

f WARNING Shock hazard. When you remove

3. Reinstall the control head cover.

with some force as you push it through the

TIP Rock the USB connector back and forth
; opening.

4. Ensure the ridges in the USB cable are positioned as
shown in the image below.
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Regulatory Information and Warranty

For required regulatory information and the A-dec
warranty, see the Regulatory Information, Specifications,
and Warranty document (p/n 86.0221.00) available in the
Resource Center at www.a-dec.com.
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For quick access to this document
online, scan, tap, or click this QR code,
which points to
a-dec.com/regulatory-guide.

All trademarks cited herein are registered trademarks of
A-dec, Inc. in the United States and may also be
trademarks or registered trademarks in other countries.

u A-dec Headquarters

2601 Crestview Drive

Newberg, OR 97132 USA

Tel: 1.800.547.1883 Within USA/CAN
Tel: +1.503.538.7478 Outside USA/CAN
www.a-dec.com

A-dec, Inc. makes no warranty of any kind with regard to
the content in this document including, but not limited to,
the implied warranties of merchantability and fitness for a
particular purpose.
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