
A-dec® QuietCore+™ Dental Dry Vacuum Quick Reference

Drain Connection 
Can be rotated 240° 
to suit installation.

CAUTION   Local regulation may require licensed plumbers and 
electricians to install utilities. All plumbing and utilities must conform 
to prevailing local codes.  

Air Flow From Operatories

44"

2" PVC Pipe 
45º or similar per installation area

Exhaust Hose Notes: 
•	 Retain the full 10' length of the  

exhaust hose.
•	 Ensure there are no low spots or traps.
•	 Connect to 2" PVC.
•	 For exhaust systems longer than 30',  

increase to a 3" PVC pipe.
•	 Must be vented outside.

Overhead 
Installation

44"

Intake 
Hose

Intake Hose

The termination of 
the PVC Intake pipe 
must be between 
50" and 90" above 
the floor.

Drain 
Hose

Roof Exhaust Vent
Shroud and screen to protect from 
rain and animals.

Below Grade 
Installation

Exhaust 
Hose

Drip Leg  
Hose

Exhaust 
Hose

Clear Condensate Hose

Connection to the Main Trunk Line Kit
PVC Barbed 2" to 2" MNPT
PVC FNPT Adaptor to 2"
2" PVC Pipe
PVC 45° Elbow 2" Qty  
2" PVC Pipe

Drain Hose 
5' (trim to fit)
1-1/2" ID Tube, 1-7/8" OD  
2" Bend Radius 
Terminating in Bare End

Clear Condensate Hose 5'

8' Electrical Cord

Exhaust Hose 
10' (do not trim to fit) 
2" Bend Radius 
Terminating in 2" PVC 
Slip Socket 
(2" PVC cements into fitting)

Water Washdown Connection 
1/4" Push to Connect
Note. May require backflow 
preventer based on local code.

Intake Hose
5' (trim to fit) 
2" ID Hose, 2-3/8" OD
4-1/4" Bend Radius

2" Exhaust Pipe

Exhaust Hose 
Connection

Drip Leg Fitting
2" PVC Cut 
to Length

2" x 2" x 2" WYE

2" PVC SCH. 40
For exhaust systems longer than 30', 
increase to a 3" PVC pipe.

IMPORTANT   For more information, including trunk and piping 
guidelines and the installation of tandem vacuums, see the A-dec 
QuietCore+ Dental Dry Vacuum Pre-Installation Guide (p/n 86.1125.00) 
and the A-dec QuietCore+ Dental Dry Vacuum Installation Guide 
(p/n 86.1122.00) available in the Resource Center at www.a-dec.com.

See the back for electrical and network requirements. 

Do Not Use These Fittings:

Drain Notes: 
•	 Maximum 16" above floor sloped 

1/2" per 10' toward flood drain.
•	 Air gap required if trap exists in 

drain piping.
•	 Must be no greater than 8" 

above grade.
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Electrical Requirements
Acceptable voltage range is 198-264 VAC. Voltage outside of that range, and 
208 VAC circuits, require a buck-boost transformer. Call A-dec Customer 
Service to order a transformer.

Required Circuit Breaker Size

DV5plus DV7plus DV10plus DV12plus
20 A 20 A 30 A 30 A

Maximum Current Draw

DV5plus DV7plus DV10plus DV12plus
16.5 A 16.5 A 24 A 24 A

Wiring Color Codes

Power Cord 
Wire Colors

240 V 
Function

USA  
Color Code

International 
Color Code

Brown L1 (Hot) Black Brown
Blue L2 (Hot) White Blue
Green/Yellow Ground Green Green/Yellow
Green/Yellow  
w/ring*

Ground  
(ring)

Green Green/Yellow*

* Medical equipment installation requires securing the ring to  
a redundant ground location.

Network/Data Requirements
A-dec+™ connectivity requires one of the following networks:

•	Ethernet:	 10/100 Base-T, or faster
•	Wi-Fi:	 802.11a/b/g/n/ac (Wi-Fi 1-5) or newer, over 2.4 GHz and/or 5 GHz 

	 WPA2-Personal security protocol

For the best connectivity experience, A-dec recommends an Ethernet network with 
Cat5e or higher cables.  

For configuring connectivity features, see the A-dec+ Software Platform Instructions 
for Use (p/n 86.1030.00) available in the Resource Center at www.a-dec.com. 

To quickly access this document online,  
scan, tap, or click this QR code, which points to: 
a-dec.com/connectivity-manual.Hard Wired Connection

(Blue/Brown/Green-Yellow/
Green-Yellow w/ring*)
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